LED LIGHTING SOLUTIONS

high-quality lighting equipment with improved
characteristics at an optimal price

kaisenelectric.com
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5 x62x3B MM 215x52x35mMm  279x57x25mm 226 x65x35 mMm 240X 90 x40 mm 257 x 90 x 40 mm

Wide range of input voltage. Stable DC voltage output.

100% quality checked.
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KPS-V12-20W67-5Y-RM
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TECHNICAL INFORMATION

Output Voltage 12V 24V
Rated Current 1,67 A (ORSICY
Rated Power 20W 20W
Ripple & Noise (max.) <200mVp-p <200mVp-p
Setup, Rise Time 1500 ms/230 VAC 1500 ms/230 VAC

STORAGE AND OPERATING CONDITIONS

Working Temp. -30°C~50°C
Working Humidity 20°C~95%RH
Storage Temp. -40°C~80°C
Storage Humidity 10°C~95%RH
PACKAGING
Product Dimension 162x29x21mMm
Products Net Weight 2089
PCs/Carton (QTY) 100PCS
Input Frequency Efficiency (Typ.) Input Current Master Carton Size 390x390x210mMm
G. Weight/Carton 20,8kg
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KPS-V12-40W6/7-5Y-RM
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TECHNICAL INFORMATION

Output Voltage 12V 24V
Rated Current 333A 167 A
Rated Power 40W 40W
Ripple & Noise (max) <200mVp-p <200mVp-p
Setup, Rise Time 1500 ms/230 VAC 1500 ms/230 VAC

STORAGE AND OPERATING CONDITIONS

Working Temp. -30°C~50°C
Working Humidity 20°C~95%RH
Storage Temp. -40°C~80°C
Storage Humidity 15°C~95%RH
PACKAGING
Product Dimension 222x29x21mm
Products Net Weight 2969
PCs/Carton (QTY) 50PCS
Efficiency (Typ.) Input Current Master Carton Size 400%x240x230mMm
G. Weight/Carton 14,8kg

LTD “KAISEN ELECTRIC” © All rights reserved C € 5)
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KPS-V12-60WG67-5Y-RM
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P67 Pouym s 50 000 h

TECHNICAL INFORMATION

Output Voltage 12V 24V
Rated Current 5A PASYA
Rated Power 60W 60W
Ripple & Noise (max.) <200mVp-p <200mVp-p
Setup, Rise Time 1500 ms/230 VAC 1500 ms/230 VAC

STORAGE AND OPERATING CONDITIONS

Working Temp. -30°C~50°C
Working Humidity 20°C~95%RH
Storage Temp. -40°C~80°C
Storage Humidity 10°C~95%RH
PACKAGING
Product Dimension 195x52x35mMm
Products Net Weight 5989
PCs/Carton (QTY) 20PCS
Input Frequency Efficiency (Typ.) Input Current NieEiEr Coltien S 350%230Xx180 mm
G. Weight/Carton N.95kg

LTD “KAISEN ELECTRIC” © All rights reserved CE€ 6
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TECHNICAL INFORMATION

Output Voltage 12V 24V
Rated Current 833A 417 A
Rated Power 100 W 100 W
Ripple & Noise (maix.) <100 MVp-p <100 MVp-p
Setup, Rise Time 1500 ms/230 VAC 1500 ms/230 VAC

STORAGE AND OPERATING CONDITIONS

Working Temp. -30°C~50°C
Working Humidity 20°C~95%RH
Storage Temp. -40°C~80°C
Storage Humidity 10°C~95%RH
PACKAGING
Product Dimension 215x52x35mm
Products Net Weight 6659
PCS/Carton (QTY) 20PCS
Input Frequency Efficiency (Typ.) Input Current Master Carton Size 430%230%180mm
G. Weight/Carton 133kg

LTD “KAISEN ELECTRIC” © All rights reserved C € 7
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TECHNICAL INFORMATION

Output Voltage 12V 24V
12.5A
= %» e Rated Current 125A 625A
E ey %ﬂﬁ?{‘ﬁr?ﬂ L1l 1P6T7 R ‘ Rated Power 150 W 150 W
< et | o Ripple & Noise (max.) <100mVp-p <100 MVp-p
Setup, Rise Time 1500 ms/230 VAC 1500 Ms/230 VAC

STORAGE AND OPERATING CONDITIONS

Working Temp. -30°C~50°C
Working Humidity 20°C~95%RH
Storage Temp. -40°C~80°C
Storage Humidity 10°C~95%RH
PACKAGING
Product Dimension 279x57x25mm
Products Net Weight 7099
PCS/Carton (QTY) 25PCS
Input Frequency Efficiency (Typ.) Input Current Master Carton Size 280x260x200mm
G. Weight/Carton 17.72kg

LTD “KAISEN ELECTRIC” © All rights reserved c € 8
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TECHNICAL INFORMATION

Output Voltage 12V 24V
Rated Current 16,67 A 833 A
Rated Power 200W 200W
Ripple & Noise (max.) <120mVp-p <120mVp-p
Setup, Rise Time 1500 ms/230 VAC | 1500 ms/230 VAC

STORAGE AND OPERATING CONDITIONS

Working Temp. -25°C~50°C
Working Humidity 20°C ~100%RH
Storage Temp. -40°C ~80°C
Storage Humidity 10°C ~100%RH
PACKAGING
Product Dimension 225x65x35mm
Product Net Weight 8609
PCS/Carton (QTY) 20PCS
Input Frequency Efficiency (Typ.) Input Current Master Carton Size 340x265x245mm
G. Weight/Carton 181kg

LTD “KAISEN ELECTRIC” © All rights reserved c € 9
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TECHNICAL INFORMATION

=, Output Voltage 12V ZAY
- - g Rated Current 20,83A 10,42 A
Rated Power 250W 250 W
Ripple & Noise (maix.) <200mMVp-p <200mMVp-p
Setup, Rise Time 1500ms/230VAC | 1500ms/230VAC

STORAGE AND OPERATING CONDITIONS

Working Temp. -25°C~50°C
Working Humidity 20°C ~ 99%RH
Storage Temp. -40°C~80°C
Storage Humidity 10°C ~ 99%RH
PACKAGING
Product Dimension 240x90x40mm
Product Net Weight 14609
""""""""""""""""""""""""""""""""""""""""""""""""""""""""""" PCS/Carton (QTY) 10PCS
Input Frequency Efficiency (Typ_) Master Carton Size 320x250x255 mm
G. Weight/Carton 16kg

LTD “KAISEN ELECTRIC” © All rights reserved c €
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50000 h

TECHNICAL INFORMATION

Output Voltage 12V ZAY
Rated Current 30A 15A
Rated Power 360W 360W
Ripple & Noise (maix.) <200mMVp-p <200mMVp-p
Setup, Rise Time 1500 ms/230 VAC | 1500 ms/230 VAC

STORAGE AND OPERATING CONDITIONS

Working Temp. -25°C~50°C
Working Humidity 20°C ~ 99%RH

Storage Temp. -40°C~80°C
Storage Humidity 10°C ~ 99%RH

PACKAGING

Product Dimension 257x90x40mm

Product Net Weight 15709

PCS/Carton (QTY) 10PCS

Master Carton Size 320x250x255mm

G. Weight/Carton 17kg
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OUTDOOR SLIM POWER SUPPLIES
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POWER SUPPLIES 12V [24V
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50000 h

TECHNOLOGY THERMOMAX™

AN

60 W 100 W
195 x 52 x 35 MM 215 x 52 x 35 MM

50% increased transformer coil capacity.
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KPS-V12-60W67-S Designed for thin lightboxes and narrow segments

Y s WAR,
t &, W
Z : V 4
s > @ ad \
- o A AN
o Sy S5 IP 67 50 000 h
TECHNICAL INFORMATION
Output Voltage 12V 24V
,M Rated Current 5A 25A
i " sotora 05
e W WAPSTE Rated Power 60W 60W
Ripple & Noise (maix.) <300mMVp-p <300MVp-p
Setup, Rise Time 1500 ms/230 VAC 1500 ms/230 VAC

STORAGE AND OPERATING CONDITIONS

Input Voltage

Input Frequency

Efficiency (Typ.)

LTD “KAISEN ELECTRIC” © All rights reserved

Input Current

Working Temp.
Working Humidity
Storage Temp.

Storage Humidity

PACKAGING

Product Dimension
Products Net Weight
PCS/Carton (QTY)
Master Carton Size
G. Weight/Carton

® C€ ®oHY

-30°C~50°C
20°C~98%RH
-40°C~80°C
10°C~98%RH

182x40x22mm
200g

50PCS
435x315x190 mm
10kg
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KPS-V12-100W67-S Designed for thin lightlboxes and narrow segments
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Z, Py s IP 67 50 000 h
TECHNICAL INFORMATION
Output Voltage 12V 24V
Rated Current 833 A 417 A
Rated Power 100 W 100 W
Ripple & Noise (max.) <100 MVp-p <100 MVp-p
Setup, Rise Time 1500 ms/230 VAC 1500 ms/230 VAC

STORAGE AND OPERATING CONDITIONS

Working Temp. -30°C~50°C
Working Humidlity 20°C~95%RH
Storage Temp. -40°C~80°C
Storage Humidity 10°C~95%RH
PACKAGING
Product Dimension 218x40x22mMm
Products Net Weight 431g
pCs/carton (QTY) 40PCS
Input Voltage Input Frequency Efficiency (Typ.) Input Current Master Carton Size 210%295 %250 mm
G. Weight/Carton 17.23kg

LTD “KAISEN ELECTRIC™ © All rights reserved c € 15
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OUTDOOR PLASTIC POWER SUPPLIES
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POWER SUPPLIES 12V [24V
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50000 h
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BW 36 W 60 W 100 W
B2 X 26 X 21 mm 162 x 28 x 20 mm 148 x 40 x 30 mm 166 X 42 X 34 mm 190 x 52 x 37 mm

Wide range of input voltage. Stable DC voltage output

100% quality checked.
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KPS-V12-5WG6G7-5Y-RP

P67 ey 50 000 h

5,

S

TECHNICAL INFORMATION

Output Voltage 12V 24V
Rated Current 0417 A 0,208 A
Rated Power 5W 5W

Ripple & Noise (max.) <100 mVp-p <100 mVp-p
Setup, Rise Time 1500 Ms/230 VAC 1500 ms/230 VAC

STORAGE AND OPERATING CONDITIONS

Working Temp. -30°C~50°C
Working Humidity 15°C ~95%RH
Storage Temp. -40°C~80°C
Storage Humidity 15°C~95%RH
PACKAGING
Product Dimension 52x26x21mm
Products Net Weight 239
pCs/carton (QTY) 200PCS
Efficiency (Typ.) Input Current Master Carton Size 380x250x150mMm
G. Weight/Carton 4,6kg

LTD “KAISEN ELECTRIC” © All rights reserved CE€ 18
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TECHNICAL INFORMATION

Output Voltage 12V 12v
Rated Current 125A 1A

Rated Power 1B5W 12W
Ripple & Noise (max.) <100 mVp-p <100 mVp-p
Setup, Rise Time 1500 ms/230 VAC | 1500 ms/230 VAC

STORAGE AND OPERATING CONDITIONS

Working Temp. -30°C~50°C
Working Humidity 20°C~95%RH
Storage Temp. -40°C~80°C
Storage Humidity 10°C~95%RH
PACKAGING
Product Dimension 162x28x20mMm
Products Net Weight 1359
PCS/Carton (QTY) 100PCS
Input Frequency Efficiency (Typ.) Input Current Master Carton Size 260x220x230Mmm
G. Weight/Carton 1363kg

LTD “KAISEN ELECTRIC” © All rights reserved CE€ 19
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50000 h

TECHNICAL INFORMATION

Output Voltage
Rated Current

Rated Power

Ripple & Noise (max.)

Setup, Rise Time

12V 24V

3A 15A

36W 36W
<100 mVp-p <100 mVp-p

1500 Ms/230 VAC 1500 ms/230 VAC

STORAGE AND OPERATING CONDITIONS

Working Temp.
Working Humidity
Storage Temp.

Storage Humidity

PACKAGING

Product Dimension
Products Net Weight
PCs/Carton (QTY)
Master Carton Size
G. Weight/Carton

(%) CE GoHd

-25°C~50°C
20°C~98%RH
-40°C~80°C
10°C~98%RH

148x40x30mMm
300g

50PCS
360x260x210mMm
15kg
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KPS-V12-60WG67/7-5Y-RP
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P67 A 50 000 h

TECHNICAL INFORMATION

Output Voltage 12V 24V
Rated Current 5A PASYN
Rated Power 60W 60W
Ripple & Noise (max.) <100 mVp-p <100 mVp-p
Setup, Rise Time 1500 ms/230 VAC 1500 ms/230 VAC

STORAGE AND OPERATING CONDITIONS

Working Temp. -25°C~50°C
Working Humidlity 20°C~98%RH
Storage Temp. -40°C~80°C
Storage Humidity 10°C~98%RH
PACKAGING
Product Dimension 166x42x34mm
Products Net Weight 4009
PCs/Carton (QTY) 40PCS
Input Frequency Efficiency (Typ.) Input Current Master Carton Size 400x270x190 mm
G. Weight/Carton 16kg

LTD “KAISEN ELECTRIC” © All rights reserved c €
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50000 h

TECHNICAL INFORMATION

Output Voltage
Rated Current

Rated Power

Ripple & Noise (max.)

Setup, Rise Time

12V 24V

833A 416 A

100 W 100 W
<100 mVp-p <100 mVp-p

1500 Ms/230 VAC 1500 ms/230 VAC

STORAGE AND OPERATING CONDITIONS

Working Temp.
Working Humidity
Storage Temp.

Storage Humidity

PACKAGING

Product Dimension
Products Net Weight
PCs/Carton (QTY)
Master Carton Size
G. Weight/Carton

(%) CE GoHd

-25°C~50°C
20°C~98%RH
-40°C~80°C
10°C~98%RH

190x52x37mMm
6509

20PCS
350x250x180 mm
13kg

22
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Designed for thin lightboxes and narrow segments

POWER SUPPLIES 12V /24V

‘3?5 WA/?/"4¢ \

30000 h IP 33

TECHNOLOGY THERMOMAX™

24 W

36 W 60 W
214 x18 x 45 mm

100 W
270 x 18 x 145 mm 350 x 18 x 145 mm

368 X 38 X 165 MM 355 x 41 x 22 mm

(Reguloted from 14 to 12,6V)

415 x 41 x 22 mm

(Reguloted from 1.4 to 12,6V)

30% increased transformer coil capacity. Efficient circuit design allows for passive cooling.

No fans, which avoids the noise problem after drying of the lubricant and sulbsequent failure.

24
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KPS-V12-24W33-L Designed for thin lightboxes and narrow segments
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TECHNICAL INFORMATION

Output Voltage 12v 24V
Rated Current 2A 1A
Rated Power 24 W 24'\W

STORAGE AND OPERATING CONDITIONS

Working Temp. -10°C~45°C
Working Humidity 10°C~90%RH
Storage Temp. -10°C~45°C
Storage Humidity 10°C~90%RH
PACKAGING
Product Dimension 214x18x14,5mm
Products Net Weight 609
PCS/Carton (QTY) 100PCS
Input Voltage Input Frequency Efficiency (Typ.) Input Current VieEiEr Carion Sz 240%210X165 MM
G. Weight/Carton 6,07kg

LTD “KAISEN ELECTRIC™ © All rights reserved c € 25
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KPS-V12-36W33-L Designed for thin lightboxes and narrow segments
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30000 h IP 33
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TECHNICAL INFORMATION

Output Voltage 12V 24V

. % Rated Current 3A 15A
e ';‘,{‘?wwf:‘ﬁ (Egn;; ok Rated Power 36W 36W
W s s

STORAGE AND OPERATING CONDITIONS

Working Temp. -10°C~45°C
Working Humidlity 10°C~90%RH
Storage Temp. -10°C~45°C
Storage Humidity 10°C~90%RH
PACKAGING
Product Dimension 270x18x14.8mm
Products Net Weight 809
PCs/Carton (QTY) 100PCS
Input Voltage Input Frequency Efficiency (Typ.) Input Current Master Carton Size 340%210X165 MM
G. Weight/Carton 786kg

LTD “KAISEN ELECTRIC” © All rights reserved c € 26
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KPS-V12-60W33-L Designed for thin lightboxes and narrow segments
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TECHNICAL INFORMATION

Output Voltage 12V 24V
Rated Current 5A 25A
Rated Power 60 W 60 W

STORAGE AND OPERATING CONDITIONS

Working Temp. -10°’C~45°C
Working Humidity 10°C~90%RH
Storage Temp. -10°C~45°C
Storage Humidlity 10°C~90%RH
PACKAGING
Product Dimension 350x18x14.8mm
Products Net Weight Nnog
PCs/Carton (QTY) 100PCS
Input Voltage Input Frequency Efficiency (Typ.) Input Current MeEEr Calien S 380%210 X165 mm
G. Weight/Carton 10,83kg

LTD “KAISEN ELECTRIC” © All rights reserved CE€ 27
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KPS-V12-100W20-S Designed for thin lightlboxes and narrow segments
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TECHNICAL INFORMATION

Output Voltage 12V 24V
Rated Current 83A 41A
Rated Power 100 W 100 W

STORAGE AND OPERATING CONDITIONS

Working Temp. -10°C~45°C
Working Humidity 10°C~90%RH
Storage Temp. -10°C~45°C
Storage Humidity 10°C~90%RH
PACKAGING
Product Dimension 368x38x16,5mm
Products Net Weight 3009
PCSs/Carton (QTY) 50PCS
Input Voltage Input Frequency Efficiency (Typ.) Input Current Master Carton Size A10%265x260 mm
G. Weight/Carton 15kg

LTD “KAISEN ELECTRIC” © All rights reserved C E 28




KPS-V12-200W20-S

Input Voltage

Input Frequency

W

Efficiency (Typ.)

Input Current

IKAIS=N

Designed for thin lightboxes and narrow segments

o D

30000 h IP 20

TECHNICAL INFORMATION

Output Voltage 12V

Rated Current 16,7 A

Rated Power 200W

STORAGE AND OPERATING CONDITIONS

Working Temp. -10°C~45°C

Working Humidity 10°C~90%RH
Storage Temp. -10°C~45°C
Storage Humidity 10°C~90%RH
PACKAGING

Product Dimension 355x41x22mMm
Products Net Weight 3609
PCs/Carton (QTY) 50PCS
Master Carton Size 380x265x280mm
G. Weight/Carton 18kg

%) C€ ®oHd

24V
83A
200W

29
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KPS-V12-300W20-S Designed for thin lightboxes and narrow segments

P s 30000 h IP 20

3
SE7S

TECHNICAL INFORMATION

Output Voltage 12V 24V
Rated Current 25A 125A
Rated Power 300W 300W

STORAGE AND OPERATING CONDITIONS

1 I I || |l Working Temp. -10°C~45°C
‘ Working Humidity 10°C~90%RH
: A Storage Temp. -10°C~45°C
Storage Humidity 10°C~90%RH
PACKAGING
Product Dimension 415x41x22mm
Products Net Weight 5009
PCs/Carton (QTY) 50PCS
Input Frequency Efficiency (Typ.) Input Current N astor Coron S A50 X BB X280 T
G. Weight/Carton 25]kg

LTD “KAISEN ELECTRIC” © All rights reserved C E 30
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